DISTANCE BELOW SURFACE IN FEET

TSC 48072.GPJ 11/728/89

PROJECT Wesley/Manchester Bridge R t, Wheaton, i

CLIENT  HDR Engineering, Inc., 8420 W. Bryn Mawr Ave,, Chicago, lilinois

TSC|

BORING § DATE STARTED __ 9-15-99 DATE COMPLETED ___9-15-99 JoB  L-46,072
ELEVATIONS WATER TABLE
GROUND SURFACE  762.6 W WHILE DRILLING Rotary Wash
END OF BORING 682.5 VAT END OF BORING Rotary Wash
Manchester Road V¥ 24HOURS
Sta. 17475, 12'RT
SAMPLE N {wc | ou |YoryjpePTH|ELEV. SOIL DESCRIPTIONS
- 400] 7125
8 27 188 2;? Very tough {o tough gray CLAY, trace gravel,
moist
A6
55 | 4
6-8
455 7070
Firm brown and gray SANDY LOAM, trace
SS | 14 {150 ravel, moist
1410 -2-4
480| 7045
ss | 6 | 154|188 Tough to very stiff gray CLAY, trace gravel,
8-11 1.0° moist
A
520( 7005
Very dense gray SAND and GRAVEL, little
8s | 53- clay, occasional Cobble and Boulders
5013" saturated
A-1-a
§7.0| 6955
Ss | 22
33-31
Dense to very dense gray SAND, little
gravel, silt and clay, occasionai Cobble and
Boulders saturated
A2
sS | 34-

" = Buige failure at 15% strain.
S s Sh‘egar failure.

SPT Hammer Type = Rope and Cathead

S0/4"

70

80

DRILL RIGNO, 217

End of Boring at 70.0'

- * Approximate unconfined compressive

strength based on measurements with
a cal ted pocket penetrometer.

b pgroxxmate thicknesses determined by

I flight auger methods.

1) Pounded on a rock.
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DISTANCE BELOW SURFACE IN FEET

TSC 48072.GPS 1122309

PROJECT Wesley/Manchester Bridge Replacement, Wheaton, IL
CLIENT  HDR Engineering, inc., 8420 W. Bryn Mawr Ave., Chicago, lllinois
BORING 6 DATE STARTED __ 9-14-99 DATE COMPLETED __ 9-14-99 JoB 148,072
ELEVATIONS WATER TABLE
GROUND SURFACE _ 756.6 W WHILE DRILLING Rotary Wash
END OF BORING 681.6 ¥ AT END OF BORING Rotary Wash
% Manchester Road W 24HOURS
§§ Sta. 18+50, 6' RT
&5 SAMPLE | N |we qu {YDRY [DEPTH|ELEV. SOIL DESCRIPTIONS
w1 % INO.{TYPE
05| 7564 Bituminous Concrete ™
10| 7556 Q!EL Crushed Gravel ™ g
s | 3 |184]45B
57 4.25%
ss | 2 174|279 FILL - t%?:ori’lcm,b&\s(t trace gravel, trace
22 -6
SS | & |160]238
10-8 4.5+*
80| 7486 "
249 4.26* 50| 78 Black clayey TOPSOIL, moist A-7-6
. X £
el Bl PPPY PP Tough brown CLAY, moist A-7-6
105| 746.1
Very tough to hard brown and gray CLAY,
§s | 3- |180]368 moist
35 4.5+ A6
130| 7436
ss | & 1
66 ) Tough to very tou ns?h brown and gray CLAY,
trace gravel, mo
ss | 5 1)} 20
g-10 | 134
180 7386
ss | 4 |148]|218
7-10 4.0
Very tough to hard brown and gray CLAY,
8s | 4 [143{20B trace gravel, moist
7-10 2.75* A5
ss | 4 |158]278
87 2.25*
265{ 7311
Very tough brown and gray CLAY, trace
ss | 5 |204]328 ravel, moist
810 275 -6IA-7-6
280] 7286
ss | 3 | 219|068
45 125 Stiff to tough gray CLAY, moist
) A6
s | 3 |216j12B
56 1.0*
330{ 7236
8s | 3 |216)228
35 1.75*
Tough to very tough gray CLAY, trace
ss | 4 |141{138 g\ravel moist
57
ss 13
DVigion ines between deposits ”ﬁ;ﬂp‘es .

DRILL RIG NO. _144

in-sity, the transition may be gradual.
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DISTANCE BELOW SURFACE IN FEET

TSC 48072.GPJ 11/23/99

PROJECT Wesley/Manchest

Fohll] TOTAL [SHEET ]
RTE. | SECTION COUNTY  |SHEETS| No,

97-00084-00-BR| DU PAGE | 241 | 218
STA. T0 STA. )
FED. ROAD DIST. M0. 1 [ILLINOIS| FED. AID PROJECT
CONTRACT NO. 83908

Bridge Repl Wheaton, IL

CLIENT HDR Engineering, inc., 8420 W. Bryn Mawr Ave., Chicago, Hlinois

BORING 6

DATE STARTED 9-14-99 DATE COMPLETED 9-14-99 Jos 146,072
ELEVATIONS WATER TABLE
GROUND SURFACE  756.6 WV WHILE DRILLING Rotary Wash
END OF BORING 681.6 V AT END OF BORING Rotary Wash
Manchester Road ¥V 24HOURS
Sta 50, 6'RT
N [we| au [Yorv|oeem|eev.
o Tvee u LEV. SOIL DESCRIPTIONS
17| 88 | 3- | 168] 158 Tough to very tough gray CLAY, trace
56 20" * gravel, moist
A 3 }8’3 40| 7126 -
18] ss | 2 .0+ ; ad i
B 24 | 113] 100 Xt_)élgh gray CLAY LOAM, moist
455| 7114
10l ss | s |7sl1 T;L:g; ir?‘ ;&r‘y tough gray CLAY, trace
46 2.0* g.5 '
WSS 4 171100 B = Bulge failure at 15% strain.
8 = Shear failure.
EPT Hammer Type = Mobile Automatic
I am
i 530{ 7036
X- 21| 88 | 10- | 161
R 715 Firm gray SILTY SAND, saturated
K A-2-4
§8.0| 6986
Very tough gray CLAY, trace gravel, moist
Ales| v | 4238 s00| 678l AL o O g
B S14 1138 Firm gray SANDY LOAM , saturated
A-24 :
820] 8848 gray SANDY LOAM and GRAVEL, |
y @ Alss 17&15 66 840 6926 A-2-4
65— f 8 i R Very tough gray CLAY LOAM, trace gravel,
2 moist
Z A-6
68.0] 5886
ss | 10- Firm gray SAND and GRAVEL, saturated
70~ 11-9 A-1-a
1) Pounded on a rock
groxnmate !mcknesses determined by
ss| & t auger meth
75 .
End of Boring at 75.0"
* Approximate unconfined compressive
strength based on measurements with
a calibrated pocket penetrometer.
80 Diston b betwon deposits TEprasant -
DRILLRIGNO. 144 e e o PO Page 20f2
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VISI
NAME DATE CITY OF WHEATON
MANCHESTER ROAD / WESLEY STREET
OVER UNION PACIFIC RAILROAD
SOIL BORING LOG
SCALE: f‘m'. DRAWN BY ML
DATE 6/4/2008 CHECKED BY VS




